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MODELS Description

ABT-ICO-STR01- 00L1B1D Intercom with 2 speakers, display and 1 programable button

ABT-ICO-STR01- 00L1B2D Intercom with 2 speakers, display and 2 programable buttons

ABT-ICO-STR01- 00L1B3D Intercom with 2 speakers, display and 3 programable buttons

ACCESSORIES Description

ABT-IAC-BOX02-W Wall mount box 

ABT-IAC-BOX02-PB Plasterboard mount box

ABT-IAC-BOX02-F Flush mount box

ICO STRONG

SIP IP Intercom
	W High volume 

	W Double microphones

	W Resistance to the environment – IP67

	W Vandalproof - IK10

	W Full duplex 

	W Noise reduction

	W Echo cancelation

	W Variuse versions 

ICO STRONG is designed to fulfill the need for secure relia-
ble communication between crucial points of the facility. It 
provides superior intelligibility through a powerful speaker 
output and noise reduction algorithms it’s ideal to place in 
loud environments.
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SPECIFICATION

Amplifier 15W

Speakers 1 or 2 (depend on version) up to 105dB

Microphones 2 pcs. Type MEMS

Audio interfaces Line in, line out, headphones

Display OLED

Notification 3 LED’s

Network 2 RJ45 sockets

Dry contacts 6 programmable inputs or outputs   

Relays 2 pcs. Up to 60W

Environmental resistance IP67

Vandalproof IK 10

Power PoE IEEE 802.3af standard, Class 0, 12 VDC, 48 VDC

Operating temperature -400C to 650C

Material Aluminium


